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Super Duty Impact Wrench

KE-1200  1” Drive

Specifications:

Features:

► Big power ~ great value
► Approximately 75% of the wear parts are interchangeable with IR-261/IR-271
► Ring & Hole Retainer for Automotive & Industrial Jobs
► Very large, durable Jumbo Hammer delivers hard hitting blows
► Experience longer tool life with pressure feed lubrication which
      distributes protective grease to the wear parts
► BIG, 6 vane air motor delivers up to 1250 ft. lbs. MAXIMUM TORQUE  (Model KE-1100EX)
► 360° Swivel Air Inlet eliminates hose kinks
► Handle exhaust blows dirt and grease away from user
► Reduce operator fatigue due to its light weight (13 lbs.) and its unique removable side handle
 

Model KE-1200
SQ. Drive 1”
Standard Bolt Cap. 1”
Max Torque 1,200 ft. lbs.

Recomm. Torque 200-810 ft. lbs.

Free Speed (RPM) 5,500

Impacts Per Minute 1220

Weight (lbs) 13

Length 8 3/4”

Avg. Air Consum. 9.5

Recomm. Hose Size 1/2”

Air Inlet N.P.T. 3/8”

Sound db (A) 96

JUMBO HAMMER KE-1200 (1”)
The single dog clutch hammer mechanism 
provides 1 blow per revolution. With only 
three moving parts this impact mechanisms 
extremely powerful and very durable. 
Excellent for use in heavy-duty industrial 
applications.

 KE-1200EX (1”)
This hammer mechanism has two identical 
hammers that deliver an instantaneous 
balanced blow, reducing vibration and 
transferring more torque to the drive end of 
the anvil than any other mechanism on the 
market. This design is the most durable of 
hammer designs and is excellent for use in 
heavy-duty industrial applications.

 

Tool cover available Optional side handle


