LED Safety Lights

THE ABSOLUTE BEST BULLET FLAG ON THE MARKET

M50 LED

Increased 3mm thickness
for stronger threading

Battery Indicator:
@ Green: 100-20%
Yellow: 20-10%
@ Rcd (Flashing): Below 10%

M50BT-LED M50RT-LED M50B-LED M50R-LED e Nut for stainless steel screw

.— The hole at center modified to hex

e shape to keep nut from slipping

e— Stronger magnet will not fall out
Metal disc holds magnet
6 in place and not fall out

= Spring washer to keep stainless

Also available: M50RBT-LED, M50RB-LED, and M50BC-LED

Features:

P> Waterproof magnetic reed switch

> Replaceable 40 Ibs. twist-on pull magnet i steel screw from losing
. L r Changed to stainless steel screw

P> Industry exclusive battery indicator from aluminum riveting to avoid
P> IPX4 Weather Protection break at dropping
Specifications: Replacement Parts:

Size Hx W 55" x 2"

Weight Without Batteries 5.5 oz )

Light Source 5 LEDs

Modes Flashing

Run Time 120 hr Blue Lens Red Lens Twist Mag

Visibility Up to 1 mile LM-50B LM-50R TM-50

Battery (not included) (1) D Cell

Railhead

GEAR




