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New Trainman Lantern

Specifications:   

WEIGHT:

BRIGHTNESS:

BATTERY:  

1.58 lbs. w/magnetic base and batteries  
1.51 lbs. with non magnetic base and batteries
(TL-2020 with Railhead alkaline C battery)
High Spot: 550 lumen / over 20 hrs
Low Spot: 175 lumen / over 50 hrs
Flood: 150 lumen / 43 hrs 
High + Flood: 650 lumen / 13 hrs
Low + Flood: 300 lumen / over 20 hrs
3 C Cell Alkaline (included)
Ask us about contract pricing on Alkaline C 
batteries to lock in the lowest prices

Features:
► Break-away handle
► Lightweight (35% lighter than traditional 6V lanterns)
► 650 lumens (100+ lumens brighter than the competition)
► Integrated LED battery life indicator
► 30 lb pull magnetic base for hands free operations
► IP66 water resistant
► Rubber “glow in the dark” photoluminescent base
► Ratcheting handle (8 positions)

    
Contact us for replacement parts

RH-TL2020™ (magnet/clear LED)

RH-TL2020NM (no magnet)

Integrated LED 
Ba�ery Indicator:
Green: 100-20%
Red: 19-10%
Red (Flashing) 9%

Strong Magne�c Base

Break Away Handle

175 Lumens / over 50 hrs

650 Lumens / over 20 hrs

Rubber Base
Photoluminescent

Introducing the brightest, lightest and SAFEST Trainman 
Lantern on the market. Railhead’s patented RH-TL2020 
features several industry exclusives.

Patented

TRAINMASTER - “BEST LANTERN WE’VE USED IN OVER 30 YEARS HANDS DOWN.”
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